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BRIDGE REPAIRS BY MEANS OF THE HIGH PRESSURE GROUTING OF POLYURETHANE GROUTING SYSTEMS SUPERMIN 3P Resin AND GEOPUR

· Reinforcement of sands and gravels in the subsoil of bridge constructions to increase their load-bearing capacity

· Realizing the piles in the watery soil mass 

· Reinforcement of the subsoil of bridge piers

· Realization of new and additional horizontal and vertical hydro isolations of stone bridge constructions

· Maintenance of concrete constructions of masonries, healing up of broken part of the bridges, filling of the gaps, grouting of the fissures

· Anchorage of various elements into the bridge constructions, rocks and subsoil

· Reinforcement of bridges from stone and brick masonry

· Reinforcement of damaged quay walls and bridge piers even under water level

· Renovation of top isolation of stone bridges
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Grouting works – reinforcement of the bridge pier by substances Supermin 3P and Geopur 

082 on the railway bridge in Napajedla
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Rectification and reinforcement of scoured bridge pier on the route Ostrava – Kunčice. Stabilization of the subsoil by materials 3P, Geopur 230 and Geopur 082
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Reinforcement of the bridge subsoil in depth 10 m under water Level of the river Morava by materials Geopur 082 and Geopur 230
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